SOLDER THRU CONNECTOR

ACCESS HOLE; FLOW ROSIN
CORE SOLDER FULL LENGTH
OF CONNECTOR

SLEEVE TYPE WIRE

CONNECTOR
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CRIMP BOTH ENDS OF CONNECTOR ’ RUBBEMPE%%&U&%SNOEFNG T
WITH TOOL DESICNED FOR THIS INSULATION (TWO LAYERS MIN.)

PURPOSE

APPLY HALF LAP PVC INSULATING TAPE OVER
ENTIRE SPLICE (TWO LAYERS MIN.) OR APPLY
TO A THICKNESS EQUAL TO ORIGINAL
INSULATION WITH WATERPROOF COATING

SINGLE CONDUCTOR TYPE
(BETWEEN TWO CONDUCTORS - END TO END CONNECTION
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ELECTRICAL FILLER COMPOUND, ’ .
INSULATING PAD, OR SELF-FUSING B N
RUBBER TAPE . . . WATERPROOF COATING
) . N
"C* SHAPED COMPRESSION CONNECTOR
] APPLIED WITH MANUFACTURER'S APPROVED
A CRIMPING DEVICE
I
- PVC ELECTRICAL TAPE .007* THICK,
ASTM D-3005, 600V ~ 2 LAYERS, 172 LAP
TYPE "C” TAP SPLICE
(BETWEEN ONE "FREE END” AND ONE "THROUGH” CONDUCTOR)
NOTES:

1. DO NOT EXCEED CONNECTOR MANUFACTURER'S AWG COPPER WIRE SPLICING COMBINATIONS.
2. ALL DIMENSIONS ARE MINIMAL.
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